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section. You must submit this site-spe-
cific monitoring plan at least 60 days 
before your initial performance evalua-
tion of your CMS. 

(i) Installation of the CMS sampling 
probe or other interface at a measure-
ment location relative to each affected 
process unit such that the measure-
ment is representative of control of the 
exhaust emissions (e.g., on or down-
stream of the last control device); 

(ii) Performance and equipment spec-
ifications for the sample interface, the 
pollutant concentration or parametric 
signal analyzer, and the data collection 
and reduction systems; and 

(iii) Performance evaluation proce-
dures and acceptance criteria (e.g., 
calibrations). 

(2) In your site-specific monitoring 
plan, you must also address paragraphs 
(d)(2)(i) through (iii) of this section. 

(i) Ongoing operation and mainte-
nance procedures in accordance with 
the general requirements of § 63.8(c)(1), 
(c)(3), and (c)(4)(ii); 

(ii) Ongoing data quality assurance 
procedures in accordance with the gen-
eral requirements of § 63.8(d); and 

(iii) Ongoing recordkeeping and re-
porting procedures in accordance with 
the general requirements of § 63.10(c), 
(e)(1), and (e)(2)(i). 

(3) You must conduct a performance 
evaluation of each CMS in accordance 
with your site-specific monitoring 
plan. 

(4) You must operate and maintain 
the CMS in continuous operation ac-
cording to the site-specific monitoring 
plan. 

(e) If you have an applicable emission 
limit or work practice standard, you 
must develop a written startup, shut-
down, and malfunction plan (SSMP) 
according to the provisions in 
§ 63.6(e)(3). 

[69 FR 55253, Sept. 13, 2004, as amended at 71 
FR 20467, Apr. 20, 2006] 

§ 63.7506 Do any boilers or process 
heaters have limited requirements? 

(a) New or reconstructed boilers and 
process heaters in the large liquid fuel 
subcategory or the limited use liquid 
fuel subcategory that burn only fossil 
fuels and other gases and do not burn 
any residual oil are subject to the 
emission limits and applicable work 

practice standards in Table 1 to this 
subpart. You are not required to con-
duct a performance test to dem-
onstrate compliance with the emission 
limits. You are not required to set and 
maintain operating limits to dem-
onstrate continuous compliance with 
the emission limits. However, you 
must meet the requirements in para-
graphs (a)(1) and (2) of this section and 
meet the CO work practice standard in 
Table 1 to this subpart. 

(1) To demonstrate initial compli-
ance, you must include a signed state-
ment in the Notification of Compliance 
Status report required in § 63.7545(e) 
that indicates you burn only liquid fos-
sil fuels other than residual oils, either 
alone or in combination with gaseous 
fuels. 

(2) To demonstrate continuous com-
pliance with the applicable emission 
limits, you must also keep records that 
demonstrate that you burn only liquid 
fossil fuels other than residual oils, ei-
ther alone or in combination with gas-
eous fuels. You must also include a 
signed statement in each semiannual 
compliance report required in § 63.7550 
that indicates you burned only liquid 
fossil fuels other than residual oils, ei-
ther alone or in combination with gas-
eous fuels, during the reporting period. 

(b) The affected boilers and process 
heaters listed in paragraphs (b)(1) 
through (3) of this section are subject 
to only the initial notification require-
ments in § 63.9(b) (i.e., they are not sub-
ject to the emission limits, work prac-
tice standards, performance testing, 
monitoring, SSMP, site-specific moni-
toring plans, recordkeeping and report-
ing requirements of this subpart or any 
other requirements in subpart A of this 
part). 

(1) Existing large and limited use 
gaseous fuel units. 

(2) Existing large and limited use liq-
uid fuel units. 

(3) New or reconstructed small liquid 
fuel units that burn only gaseous fuels 
or distillate oil. New or reconstructed 
small liquid fuel boilers and process 
heaters that commence burning of any 
other type of liquid fuel must comply 
with all applicable requirements of this 
subpart and subpart A of this part upon 
startup of burning the other type of 
liquid fuel. 
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(c) The affected boilers and process 
heaters listed in paragraphs (c)(1) 
through (4) of this section are not sub-
ject to the initial notification require-
ments in § 63.9(b) and are not subject to 
any requirements in this subpart or in 
subpart A of this part (i.e., they are not 
subject to the emission limits, work 
practice standards, performance test-
ing, monitoring, SSM plans, site-spe-
cific monitoring plans, recordkeeping 
and reporting requirements of this sub-
part, or any other requirements in sub-
part A of this part. 

(1) Existing small solid fuel boilers 
and process heaters. 

(2) Existing small liquid fuel boilers 
and process heaters. 

(3) Existing small gaseous fuel boil-
ers and process heaters. 

(4) New or reconstructed small gas-
eous fuel units. 

§ 63.7507 What are the health-based 
compliance alternatives for the hy-
drogen chloride (HCl) and total se-
lected metals (TSM) standards? 

(a) As an alternative to the require-
ment to demonstrate compliance with 
the HCl emission limit in table 1 to 
this subpart, you may demonstrate eli-
gibility for the health-based compli-
ance alternative for HCl emissions 
under the procedures prescribed in ap-
pendix A to this subpart. 

(b) As an alternative to the require-
ment to demonstrate compliance with 
the TSM emission limit in table 1 to 
this subpart based on the sum of emis-
sions for the eight selected metals, you 
may demonstrate eligibility for the 
health-based alternative for manganese 
emissions under the procedures pre-
scribed in appendix A to this subpart 
and comply with the TSM emission 
standards in table 1 based on the sum 
of emissions for seven selected metals 
(by excluding manganese emissions 
from the summation of TSM emis-
sions). 

[70 FR 76933, Dec. 28, 2005] 

TESTING, FUEL ANALYSES, AND INITIAL 
COMPLIANCE REQUIREMENTS 

§ 63.7510 What are my initial compli-
ance requirements and by what 
date must I conduct them? 

(a) For affected sources that elect to 
demonstrate compliance with any of 
the emission limits of this subpart 
through performance testing, your ini-
tial compliance requirements include 
conducting performance tests accord-
ing to § 63.7520 and Table 5 to this sub-
part, conducting a fuel analysis for 
each type of fuel burned in your boiler 
or process heater according to § 63.7521 
and Table 6 to this subpart, estab-
lishing operating limits according to 
§ 63.7530 and Table 7 to this subpart, 
and conducting CMS performance eval-
uations according to § 63.7525. For af-
fected sources that burn a single type 
of fuel, you are exempted from the ini-
tial compliance requirements of con-
ducting a fuel analysis for each type of 
fuel burned in your boiler or process 
heater according to § 63.7521 and Table 6 
to this subpart. 

(b) For affected sources that elect to 
demonstrate compliance with the emis-
sion limits for HCl, mercury, or TSM 
through fuel analysis, your initial com-
pliance requirement is to conduct a 
fuel analysis for each type of fuel 
burned in your boiler or process heater 
according to § 63.7521 and Table 6 to 
this subpart and establish operating 
limits according to § 63.7530 and Table 8 
to this subpart. 

(c) For affected sources that have an 
applicable work practice standard, 
your initial compliance requirements 
depend on the subcategory and rated 
capacity of your boiler or process heat-
er. If your boiler or process heater is in 
any of the limited use subcategories or 
has a heat input capacity less than 100 
MMBtu per hour, your initial compli-
ance demonstration is conducting a 
performance test for carbon monoxide 
according to Table 5 to this subpart. If 
your boiler or process heater is in any 
of the large subcategories and has a 
heat input capacity of 100 MMBtu per 
hour or greater, your initial compli-
ance demonstration is conducting a 
performance evaluation of your contin-
uous emission monitoring system for 
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